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SPECIFICHE TECNICHE
TECHNICAL SPECIFICATION

ROOF EXHAUST UNITS / TORRINI DI ESTRAZIONE

I torrini di estrazione da 
tetto vengono utilizzati  per 
l’aspirazione diretta del 
calore dalla zona superiore 
dell’armadio agevolando il 
flusso d’aria interno. 
I torrini, equipaggiati con 
ventilatori radiali ad alta 
prevalenza, vengono 
accoppiati con filtro di 
immissione dell’aria per 
ridurre al minimo l’ingresso 
della polvere.
● Struttura in acciaio verni-

ciato con polvere epossi-
dica colore RAL 7035

● Completo di guarnizione 
in schiuma poliuretanica

● Grado di protezione IP23 
secondo EN 60529

The “T” series foof exhaust 
units are used to directly 
suck heat from the upper 
region of the cabinet facilita-
ting good internal air flow. 
The exhaust units, equipped 
with a high-head radial fan, 
are coupled with an air 
induction filter to reduce the 
ingress of dust to a mini-
mum.
● Epoxy painted steel casing 

colour RAL 7035 
● Complete with gasket in 

polyurethane foam
● IP23 protection degree, 

according to EN 60529.
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ART. T1 - PERFORMANCE CURVE
ART. T2 - PERFORMANCE CURVE

Articolo
Code

Voltage Frequency Input Power
Max Air 

Flow
Statistic 
Pressure

Noise Weight
Rated
Temp. 
Range

Life L10

V HZ mA W m3/h PA dB (A) kg °C h

T1 230 a.c. 50/60 290/340 62/78 550/590 370/510 59/61 5,29 -20 +60 50.000

T2 230 a.c. 50/60 690/930 158/213 800/850 520/650 70/71 6,27 -20 +60 50.000
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  SPECIFICHE TECNICHE
  TECHNICAL SPECIFICATION

ROOF EXHAUST UNITS / TORRINI DI ESTRAZIONE

Articolo
Code

Voltage Frequency
Rated 

Current
Rated 
Power

Max Air 
Flow

Statistic 
Pressure

Noise
Rated
Temp. 
Range

Approvals

V HZ A W m3/h PA dB (A) °C

T1PLAST 230 a.c. 50/60 0.309/0.360 70/83 420/460 340/455 59.0/61.1 -10 +60 CE

SPECIFICHE TECNICHE
TECHNICAL SPECIFICATION

Type of material: ABS/PC alloy and 
aluminium
Standard colour: RAL 7035 - other 
colours on request
Protection degree: IP54, according to 
EN 62529 standard
Fixing method: Buy No 8 Ø4x16 mm 
screws for thermoplastic material
Plate thickness: any
Storage temperature: from -20°C to +60°C
Lifetime L10 at 25°C 80%RH: 115V 
75,000h 50Hz; 80,000 60Hz 230V; 
59,000h 50Hz; 73,000h 60Hz
Motor protection: thermal
Electrical connection: by terminal block 
3 poles L-N-PE
Earth connection: (by terminal block, 
PE pole)
Appliance class: class I
Weight: 2 Kg
Approvals: CE

ART. T1PLAST - PERFORMANCE CURVE

MOUNTING CUT-OUT

TECHNICAL DRAWING

Tipo di materiale: PC/ABS e coperchio 
in alluminio
Colore: RAL 7035 – altri colori su 
richiesta
Grado di protezione: IP24 secondo la 
norma EN60529
Temperatura di stoccaggio: da -20°C a 
+60°C
Aspettativa di vita L10 a 25°C 80%UR: 
50000 h
Protezione del motore: termica
Connessione elettrica: morsettiera 3 
poli L-N-PE
Connessione di terra: morsetto PE
Peso: 2 kg
Certifi cati: CE
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